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SPECIFICATION FOR LCD MODULE

客户名称(Customer)：                                       

产品名称(Product) ：                                

产品型号(Description):                     TB062-I4012G25A-00
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1. GENERAL DESCRIPTION
1.1 DESCRIPTION

1.2 FEATURES:
No. Item Specification Unit

1 Panel Size 6.2 inch

2 Number of Pixels pixels

3 Active Area mm

4 Pixel Pitch mm

5 Outline Dimension 62.30(H )×163.36. (V)×4.5(D) mm

6 Number of Colors 16.7M -

7 Display Mode Transmission mode, normally black -

8 Viewing Direction Full viewing -

9 Display Format RGB vertical stripe -

10 Surface Treatment Glare -

11 Interface MIPI -

12 Backlight White LED -

13 Operation Temperature -20~70 ℃

14 Storage Temperature -30~80 ℃

15 Weight -- g

360(H) × 960(V)

0.1536 (H) ×  0.1536 (V) 

55.296 (H) × 147.456 (V) 
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2. MECHANICAL SPECIFICATION
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3. PIN DESCRIPTION
FPC Connector is used for the module electronics interface.
No. Symbol Function Remark
1 GND Ground
2 D0P Positive MIPI differential data input
3 D0N Negative MIPI differential data input
4 GND Ground
5 D1P Positive MIPI differential data input
6 D1N Negative MIPI differential data input
7 GND Ground
8 CLKP Positive MIPI differential clock input
9 CLKN Negative MIPI differential clock input
10 GND Ground
11 D2P Positive MIPI differential data input
12 D2N Negative MIPI differential data input
13 GND Ground
14 D3P Positive MIPI differential data input
15 D3N Negative MIPI differential data input
16 GND

Ground
17 GND
18
19
20 NC No connection
21 NC No connection
22 NC No connection
23 NC No connection
24 RSTB Reset pin.
25 STBYB Standby mode control.
26 NC No connection
27 GND Ground
28 K LED Cathode
29 K
30 GND Ground
31 NC No connection
32 GND Ground
33 GND Ground
34 NC No connection
35 A

LED Anode
36 A
37 GND Ground
38 VDD(3.3V )

A power supply for the analog power.
39 VDD(3.3 V )
40 NC No connection

IOVCC1.8V
IOVCC1.8V

A power supply for the analog power.
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4.

  
(12 White Chips)

Parameter Symbol Min. Typ. Max. Unit Note
Supply voltage of white LED

backlight
VL --- 9 ---

Note
1

Current for LED backlight IL ---- 100 ----- mA
Luminance

(on the module surface,BM-7)
500 cd/m2

Hr Note 2LED life time - 30,000 - -

-- --

4.1

4.2 Overview

ELECTRICAL CHARACTERISTICS
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